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RSR ویژگى ها و مزیت هاى کندانسور

︣ای  ــ︡ه در 15﹝ــ︡ل از ︸︣﹁﹫️ 14 ︑ــ︀ 95 ﹋﹫﹙ــ﹢ وات︋  ︵︣اــ﹩︫ 
.﹩آب و ﹨﹢ا ︿﹚︐﹞ ﹅︵︀﹠﹞

 ﹩︥ه ︋︡﹡﹥ و ︵︣او ﹩︣ا︵ ︀︋  RSR ︡︡︗ ︡ا﹡︧ــ﹢ر﹨︀ی ︨ــ︣ی﹠﹋
﹝︀﹁︶ ﹋︀﹜﹊︐﹢ر﹨︀ی ورودی و ︠︣و︗﹩ روی ﹋﹠︡ا﹡︧﹢ر.

﹫﹠ــ﹩ ا﹝ــ﹊︀ن ﹡︭ــ︉ ﹋﹞︍︨︣ــ﹢ر RefComp در ﹝︡﹜ــ︀ی  ︎﹫ــ︩︋ 
 .︿﹚︐﹞

.(Inner grooved) ﹩﹚︠︀ر دا﹫︫ ︀︋ ︘﹠︀ی ﹝︧﹩ 3/8 ا﹨ ﹤﹛﹢﹛
.IP 54 ﹩︐︸︀﹀ اور﹜﹢د دا︠﹙﹩ ︋︀ ﹋﹑س ﹤︋ ︤︖﹞ Axial ︀ی﹨ ﹟﹁

.(Fin Wave) ﹤︐﹁︪︣﹫︎ ︀ی آ﹜﹢﹝﹫﹠﹫﹢﹝﹩ ︋︀ ︨︴﹢ح ﹁︣م دار﹠﹫﹁
 R-407a ،R-404a ،R-134a R-22a  ︫ــ︀رژ ︋︀ ﹝︊︣د﹨︀ی ️﹫﹚︋︀﹇

و...
︑︧️ ︫︡ه در︫︣اbar ︳ 30 در وان آ︋﹍︣م.

︫︧︐︪﹢ و ︣︋﹩ ﹎﹫︣ی ﹋︀﹝﹏ ﹋﹢﹏ ︎︦ از ︑﹢﹜﹫︡. 

Condenser RSR are availeble in 15 different 
models from  14 - 95 KW with special design for 
various clametic condition.(Temperate Climate and Tropical)

Special body design includes input and output 
collector protection.   

RSR series is designed for use with RefComp 
compressors in different models .

Inner grooved copper pipes.

Axial fan equipped with internal overload  and IP 
54.

Aluminum Fin Waves. 

Applicable with several refrigerant R-22 , R-134A , 
R-404A , R-407A

Test under 30 bar conditions.

Testing and cleaning The coils after production 
process.

Characteristics RSR condensers
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Fig 1:
Single overload with two wire of W1 & W2 to direct 

fan control circuit.

Fig 2:
Double overload without any fan control circuit wire. 
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The RSR design provides compressor and 
component to be installed on rugged device 
structure.

Specially design to install liquid line components

Suitable surfaces to install the parts of liquid line

Galvanized sheet painted by Electrostatic 
powder coating

RSR series is designed for use with RefComp 
compressor in different model

Chassis & Body Specification

Axial fan

Min permitted temperature : -40 c 

Max permitted temperature : +60 c

Equipped with internal overload 

Protection class : IP 54

Fans specification

Fans are equipped with overload in two ways:

Single overloads with two outlet wire in fan terminal which are applicable for single and triple phase systems. 
(Figure 1)

Double overloads without any outlet wire, used specially for triple phase system . (Figure 2)

  

Fans protection system(overload)

مشخصات شاسى و بدنه

︨︀︠︐︀ر ﹝﹊﹛ و ﹝﹆︀وم ︋︣ای ﹡︭︉ ﹋﹞︍︨︣﹢ر و ﹇︴︺︀ت ا︮﹙﹩ 
︹︀﹞ ︳︠ ︀ت︺︴﹇ ︉︭﹡ ️︗ ︫︡ه ﹩︣ا︵

ا︨︐﹀︀ده از ر﹡﹌ ︎﹢دری  ا﹜﹊︐︣و ا︨︐︀︑﹫﹉ ︋︀ ︨︴ و︥ه
ا﹝﹊︀ن ﹡︭︉ ﹋﹞︍︨︣﹢ر﹨︀ی ﹝︐﹀︀وت ر﹁﹊︀﹝︌ ︋︣روی ︫︀︨﹩ 

مشخصات فن

 Axial ﹟﹁
﹝︡وده ﹋︀ر﹋︣د   60+ ~ 40-  در︗﹥ ︨︀﹡︐﹫﹍︣اد

﹝︖︤ ︋﹥ اور﹜﹢د دا︠﹙﹩
IP 54 ﹩︐︸︀﹀ س﹑﹋  

(Overload) سیستم حفاظتى فن ها

﹁﹟ ﹨︀ ︋﹥ دو روش ﹝︖︤ ︋﹥ اوور﹜﹢د ﹝﹩ ﹎︣د﹡︡:

اوور﹜﹢د﹨︀ی ︑﹉ ︋︪﹩ ︋︀ دو ︨﹫﹛ ︠︣و︗﹩ در ︑︣﹝﹫﹠︀ل ﹁﹟ ﹋﹥ ︋︣ای ︋︣ق ︑﹊﹀︀ز و ︨﹥ ﹁︀ز ﹋︀ر︋︣د دارد. (︫﹊﹏ 1)
اوور﹜﹢د دو︋﹏ (دو︑︀﹩) ︋︡ون ︨﹫﹛ ︠︣و︗﹩ در ︑︣﹝﹫﹠︀ل ﹁﹟ ﹋﹥ ﹝︭﹢ص ︨﹫︧︐﹛ ﹨︀ی ︨﹥ ﹁︀ز ﹝﹩ ︋︀︫︡. (︫﹊﹏ 2)
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RSR-14

RSR-16

RSR-18

RSR-21

RSR-26

RSR-30

RSR-37

RSR-42

RSR-46

RSR-56

RSR-64
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RSR-86

RSR-95
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(L)

(W)

(H)

Dimensions

RSR-14

RSR-16

RSR-18

RSR-21

RSR-26

RSR-30

RSR-37

RSR-42

RSR-46

RSR-56

RSR-64

RSR-70

RSR-76

RSR-86

RSR-95

710

710

710

1155

1155

1155

1410

1410

1410

2030

2030

2030

1400

1400

1400

850

850

850

850

850

850

970

970

970

1000

1000

1000

1100

1100

1100

750

750

750

750

750

750

880

880

880

880

880

880

1665

1665

1665

Model
Dimension  |  Unit: mm

Length (L) Width (W) Height (H)
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The condensing units should be placed in 
ventilated space with no obstacle through 
its flow direction.
The air flow with through the condenser 
should not be re - circulated.
The temperature which considered in 
condenser type should be adaptved to 
room temperature.
Air flow direction of the fan should be 
forwarded to the compressor.
periodic cleaning of the condenser coil 
considering environmental conditions helps 
to improve condenser efficiency.

Installation, Maintenance & and Service

5 RSR Condensers

RSR 

The RSR condenser can be developed to          
Galvanized instruction in both Chassis & Body

The RSR condenser provides on plumbing and 
wiring are according to the standard for              
Refrigeration Systems.

Special coil design includes epoxy and hydro-
philic fins , advisable for salty water and            
corrosive chemical

Manufacturing Capabilities: قابلیت هاى تولیدى

ا﹝﹊︀ن ︑﹢﹜﹫︡ ﹋﹠︡ا﹡︧﹢ر ︋︀ ︫︀︨﹩ و ︋︡﹡﹥ ︑﹞︀م ﹎︀﹜﹢ا﹡﹫︤ه
ا﹝﹊︀ن ﹡︭︉ ﹋﹞︍︨︣﹢ر و ﹋﹠︐︣ل آ﹐ت ︋︣ روی ﹋﹠︡ا﹡︧﹢ر، ﹜﹢﹜﹥ ﹋︪﹩ 

و ︨﹫﹛ ﹋︪﹩ ﹝︴︀︋﹅ ︋︀ ا︨︐︀﹡︡ارد﹨︀ی و︥ه ︨﹫︧︐﹞︀ی ︋︣ود︑﹩
ا﹝﹊︀ن ︑﹢﹜﹫ـــ︡ ﹋﹢﹏ ︋︀ ﹁﹫﹟ ﹨︀ی ا︎﹢﹋︧ـــ﹩ و ﹨︀︡رو﹁﹫﹙︡ ﹝﹆︀وم در 

﹩︀﹫﹝﹫︫ آب ︫﹢ر و ︠﹢ر﹡︡ه ﹨︀ی ﹩︀︀ی در﹨ ︳﹫﹞

شرایط نصب ، سرویس و نگهدارى دستگاه

﹋﹠︡ا﹡︧ـــ﹫﹠﹌ ︀︋ ️﹫﹡﹢︡ در ﹁︱﹢︑ ︀︋ ﹩︀﹥ ی ﹝﹠︀︨ـــ︉ ﹇︣ار 
 ️﹫﹡﹢ ︀ن ﹨﹢ای ︻︊﹢ری از︣︗ ︣د و ﹝︀﹡︺﹩ در ﹝︧ـــ﹫︣ ︠︣وج﹫﹎

و︗﹢د ﹡︡ا︫︐﹥ ︋︀︫︡.
︗︣︀ن ﹨﹢ای ︻︊﹢ری از ﹋﹠︡ا﹡︧﹢ر ﹡︀︊︡ ﹝︖︡دا ︨﹫︣ ﹋﹢﹜﹥ ︫﹢د.

د﹝︀ی ﹝︀︋ ︳﹫︡ ︋︀ د﹝︀﹩ ﹋﹥ ﹋﹠︡ا﹡︧ـــ﹢ر ︋︣ ﹝︊﹠︀ی آن ا﹡︐︀ب 
︫︡ه ا︨️ ﹝﹠︴︊﹅ ︋︀︫︡.

﹥ ︵︣ف ﹋﹞︍︨︣ـــ﹢ر  ︣وج ﹨﹢ا و︋  ـــ﹞️︠   ︨﹤ ︣وا﹡﹥ ﹁﹟︋  ﹎ـــ︣دش︎ 
(.︡﹫︀﹝﹡ ﹤︗﹢︑ ︣دش﹎ ️︗ ︩﹚﹁ ﹤︋).︫︡︀︋ ﹤︐︫︀ن دا︣︗

︨︣و︦ و ︎︀﹋︧ـــ︀زی ︨︴﹢﹋ ﹏ ﹋﹠︡ا﹡︧﹢ر در دوره ﹨︀ی ﹋﹢︑︀ه 
﹝︡ت و ︋﹥ ︑﹠︀︨ـــ︉ ︫ـــ︣ا﹞ ︳﹫︴﹩ ︲︣وری ا︨️ و ︋﹥ ︋︊﹢د 

را﹡︡﹝︀ن د︨︐﹍︀ه ﹋﹞﹉ ﹝﹩ ﹋﹠︡.  
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