
BLR/ASF SUCTION LINE FILTER DRIER

GENERAL DESCRIPTION　

compressor from dirty and all solid contaminants

FEATURES　

TECHNICALDATA 

L L2 L3 D L1
BLR/ASF-11S4 1/2ODF 4.38 3.38 0.5 2.88 2.63 1.5
BLR/ASF-11S5 5/8ODF 4.63 3.38 0.63 2.88 2.63 1.5
BLR/ASF-28S7 7/8ODF 6.5 5 0.75 4.13 2.63 2
BLR/ASF-28S9 1-1/8 ODF 7.41 5.61 0.91 4.13 2.63 2
BLR/ASF-28S3-VV 3/8ODF 5.59 4.72 0.44 4.13 2.63 2
BLR/ASF-28S4-VV 1/2ODF 5.69 4.69 0.5 4.13 2.63 2
BLR/ASF-35F5-VV 5/8SAE 7.56 - - 4.75 3.69 2.5
BLR/ASF-35S5-VV 5/8ODF 6.53 5.28 0.63 4.75 3.69 2.5
BLR/ASF-45F3-VV 3/8SAE 7.69 - - 5.56 3.69 3
BLR/ASF-45S6-VV 3/4ODF 7.75 6.5 0.63 5.56 3.69 3
BLR/ASF-45S7-VV 7/8ODF 7.94 6.44 0.75 5.56 3.69 3
BLR/ASF-50S9-VV 1-1/8ODF 8.84 7.03 0.91 6.13 5 3.5
BLR/ASF-64S17-VV 2-1/8ODF 11.75 9.06 1.31 7.63 5 3.5
BLR/ASF-64S21-VV 2-5/8ODF 13 10 1.5 7.88 5 3.5
BLR/ASF-75S11-VV 1-3/8ODF 12.25 10.31 0.97 8.25 5 5
BLR/ASF-75S13-VV 1-5/8ODF 12.16 9.91 1.13 8.25 5 5

MODEL

CONNECTION
(Inch)

DIMENSIONS(Inch) WEIGHT
(Ibs)

◆ S.S. Filtration: 40 microns
◆ Maximum working pressure: 500 psig

BLR/ASF suction line filters are specifically designed to protect the 

Suction line filter for removing solid contaminants

◆ Corrosion resistant epoxy powder paint finish,Salty test up to 400 hour
◆ Dual access valves & Solid copper fittings


